NOTES:

1 - A MONITORED SAFETY SYSTEM MUST BE INSTALLED IN ORDER TO SET MOMENTARY PRESSURE OPERATION

2 - FACTORY SETTING IS C2 (CONSTANT PRESSURE CLOSE)

C2 - CONSTANT PRESSURE CLOSE
B2 - MOMENTARY PRESSURE, OPEN/ CLOSE
D1 - CONSTANT PRESSURE, OPEN/CLOSE
E2 - CONSTANT PRESSURE CLOSE W/ ROLL BACK
TS - TIMER TO CLOSE
T - STOP OR SAFETY DEACTIVATES TIMER

112x724 L1- 120V IN
L2- NEUTRAL IN

NOTE:
NOTE: REMOVE JUMPER FROM COM TO STOP TERMINALS IF STOP BUTTON IS USED

Radio Reciever

Radio Reciever

NOTES:

1 - A MONITORED SAFETY SYSTEM MUST BE INSTALLED IN ORDER TO SET MOMENTARY PRESSURE OPERATION

2 - FACTORY SETTING IS C2 (CONSTANT PRESSURE CLOSE)

C2 - CONSTANT PRESSURE CLOSE
B2 - MOMENTARY PRESSURE, OPEN/ CLOSE
D1 - CONSTANT PRESSURE, OPEN/CLOSE
E2 - CONSTANT PRESSURE CLOSE W/ ROLL BACK
TS - TIMER TO CLOSE
T - STOP OR SAFETY DEACTIVATES TIMER

112x724 L1- 120V IN
L2- NEUTRAL IN

NOTE:
NOTE: REMOVE JUMPER FROM COM TO STOP TERMINALS IF STOP BUTTON IS USED